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SCHOTTKY  DIODES

FEATURES 

Extremely Fast Switching Speed 

BAT54 MARKING: KL1       BAT54A MARKING: KL2 BAT54C MARKING: KL3 BAT54S MARKING: KL4 

Maximum Ratings @TA=25℃ 
Parameter Symbol Limits Unit

Peak Repetitive Reverse Voltage 

Working Peak Reverse Voltage 

DC Blocking Voltage

VRRM 

VRWM 

VR

30 V

Forward Continuous Current IFM 200 mA

Power Dissipation PD 200 mW

Storage temperature TSTG -55-150 ℃ 

Electrical Characteristics @TA=25℃ 
Parameter Symbol Min. Typ. Max. Unit Conditions

Reverse Breakdown Voltage V (BR)R 30 V IR=100μA

VF1 0.24 V IF=0.1mA

VF2 0.32 V IF=1mA

VF3 0.40 V IF=10mA

VF4 0.50 V IF=30mA
Forward voltage

VF5 1 V IF=100mA

Reverse current IR 2 μA VR=25V

Diode Capacitance CD 15 pF VR=1V,f=1MHz

Reverse Recovery Time trr 5 nS 
IF=IR=10mA 

Irr=0.1XIR,RL=100Ω

SOT-23 
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Max
0.045 

0.004 

0.041 

0.020 

0.006 

0.118 

0.055 

0.100 

0.079 

0.020

Min
0.

9000.
0000.
9000.
3000.
0802.
8001.
2002.

2501.

8000.

300
0°

Max
1.

1500.
1001.
0500.
5000.
1503.
0001.
4002.

5502.

0000.

500
8°

Min
0.

0350.
0000.
0350.
0120.
0030.
1100.
0470.

0890.

0710.

012
0°

8°

0.550 REF 0.022 REF

Symbol

A
A1
A2
b
c
D
E
E1
e
e1
L
L1
θ

Dimensions In InchesDimensions In Millimeters

0.950 TYP 0.037 TYP

    

 

 

 
 

SOT-23 Suggested Pad 

SOT-23 Package Outline Dimensions

Layout
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 SOT-23 Reel

        

              

NOTICE
LMSEMI reserves the right to make modifications,enhancements,improvements corrections or
other changes without further notice to any product herein. LMSEMI does not assume any liability
arising out of the application or use of any product described herein.
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